
OUTLINE SPECIFICATION

Note: The details included in this specification may change prior to completion of the rig.                                                4668-BRO-FES-0001

Frigstad Offshore Drilling (Cyprus) Ltd
c/o Frigstad Offshore Pte Ltd
9 Temasek Boulevard #44-02, Suntec Tower 2
Singapore 038989

Tel : +65 6349 0050
Fax : +65 6223 3906
Email : fo@frigstad.com
www.frigstad.com

www.frigstad.com

Managed by Frigstad O�shore
KAN TAN IV

REGULATORY BODY APPROVALS

 Pamanian Maritime Authority, IMO MODU code 1979, SOLAS, and ABS Classi�cation rules

CLASSIFICATION

ABS + A1 (M) column stabilised

ENVIRONMENTAL OPERATING LIMITS

Maximum Wind Velocity  70 knots (36m/s) Air Gap (Operating/Survival) 51 ft / 66 ft

Wave height (Hs/Hmax) 100 ft  

PRINCIPAL PARTICULARS

Length of Pontoons 275 ft Displacement (operational) 25,585 LT

Pipe Rack Deck Storage 6,300 sq/ft Displacement (survival) 22,679 LT

Height to Main Deck (ABL) 116 ft Displacement (transit) 16,489 LT

Draft (operation) 65 ft Water depth (max) / Out�tted 2,000 ft / 1,500 ft

Draft (survival) 50 ft Drilling depth (max) 25,000 ft

STORAGE CAPACITIES

Bulk mud 8,587 ft3 Drill water, pontoon 17,231 bbls

Bulk cement 4,936 ft3 Potable water 1,833 bbls

Sack Material, upper hull 5,000 sacks Riser Rack area 3,261 sq/ft

Base oil for mud, pontoon 1,496 bbls Variable deck load (max operational) 2,821 LT 

Liquid mud/brine, upper hull 2,130 bbls Variable deck load (max transit) 2,240 LT 

Base Oil/brine, pontoon 1,496/1,991 bbls Cuttings recovery system Space available

Diesel FO (MDO) 8,996 bbls 

ACCOMMODATION / OFFICES

Accommodation for 100 people. 

MATERIALS HANDLING

Deck Cranes
 King Post Cranes, Patriot series 198. Two 50 t @ 30 ft, 22.47 t @ 125 ft, one 70 t @ 23 ft, 

 35.95 t @ 85 ft.

MARINE SYSTEMS

Main Power/Emergency Power
 Four EMD’s in total, 2 x 645E Continuous output 1575 kW each, 1 x EMD Continuous output 1090 kw and 1 x 

x   EMD Continuous output 1650 kw. Emergency Generator 1 x Detroit Diesel, driving A 500 kW generator

Power Distribution Ross-hill 1600 SCR system

Dynamic Positioning N/A

Mooring System Eight (8) point 3” QOR Chain

DRILLING SYSTEMS

Drilling Derrick Pyramid Dynamic Mast 1,000,000 lbs capacity  

Drawworks Continental EMSCO 3000 HP with 1 /1/2” Drilling Line.                      

Top Drives
 Varco TDS 4S with PH85pipe handler. Rated capacity 580lt, Max continuous torque 45,500 ft/lbs @ 205 130  

 RPM & 29,100 ft/lbs @ 205 RPM

Riser Tensioners 8 x 80,000 lb. riser tensioners with 1¾” wireline

BOP and Riser 18 ¾” 15,000 psi BOP system.  Regan FC8 & Vetco MR6 21” Riser c/w 15,000 psi Choke
 and Kill Lines.

Drill String Drill pipe 5” S135 x 17,000 ft c/w Drill Collars and subs.

DRILLING FLUID SYSTEMS

Mud Pumps and Treatment System  
         Three (3) Continental Emsco FB1600, single acting pumps each driven by 2 x Toshiba DR 900 A Dc motors.  

 Rated for 5,000 psi. Four (4) each Brandt VSM 300 balanced elliptical shakers including scalping. One burgess  

 magna-vac 1000 centrifugal degasser.

OTHER

Helicopter Deck Capacity
 ”28.3m x 22.7m x (93’ x 74’6” ft) diameter helicopter deck suitable for load capacity 9.3 t for Super Puma,  

 Sikorsky S-61N helicopters, Bell 214 etc Helicopters.

Life Saving Equipment 4 x 50 man Whittaker/CA5400 Life Boats. 4 x 25 Man BF Goodrich Davit Launched Life Rafts 



KAN TAN IV

OVERVIEW

The Kan Tan IV is an Enhanced Pacesetter semi-submersible drilling unit delivered by FELS in 

Singapore in 1983, designed to operate in up to 2,000 ft of water depth. The rig has operated all over the 

world, including the North Sea, Gulf of Mexico, the Caribbean and Oceania. 

MAJOR UPGRADES/OVERHAULS

2007, 2009, 2011

MAIN FEATURES

 25,000ft (7,620m) drilling depth capacity

  Max variable deck load of 2,821 LT (drilling) 

  Accommodation for 100 persons

 Mast with in line compensator and travelling equipment rated 1,000,000 lbs

 Riser tensioner capacity of 8 x 80,000 lbs

 Three 5,000 psi/1600hp mud pumps

 18 ¾” 15,000 psi BOP system

 Eight point 3” R4-RQ4 chain mooring system

 Driller’s cabin, fully enclosed and air conditioned with electro�o indication and traditional brake handle

 Equipped for HP/HT operations

 4 x Brandt VSM 300 balanced elliptical shakers incl scalping



GENERAL ARRANGEMENT


